
Tailor made and standard perimeter guard systems for your machine or dangerous area. 
For Sales and advice please ring: 01672841404

MACHINEGUARDING.CO.UK 
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Specification is easy!
Select a post with single bracket. 

These are not handed. 

This includes: Plastic cap, one bottom 
bracket, nut, bolt,and two floor anchors.

Select a panel, 

these include the captive fixings. 

These are our standards, naturally we 
make any size to suit you.

Post Height Tube Sweep Gap

PST-2.0M-s 2000 (1853) 50 Sq 150

PST-1.5M-s 1500 (1350) 50 Sq 150

PST-1.2M-s 1270 (1260) 50 Sq Nil

q

Panel (width) Width Height
PNP-126-2 1260 1850
PNP-960-2 960 1850
PNP-500-2 500 1850
PNP-126-1.5 1260 1350
PNP-960-1.5 960 1350
PNP-500-1.5 500 1350
PNP-126-1.2 1260 1260
PNP-960-1.2 960 1260
PNP-500-1.2 500 1260

w

Calculating lengths, 
add 20mm to the panel and the doors, see the post footprint:
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Select a double post. 
These include: Plastic cap, two bottom 
brackets, nut, bolt, and two floor anchors.

Want to miss a post?
Select a splice.

Select a door.
These include: Door stops, Padlock Hasps, 
Hinges, Transom.

Select a corner Post.
These include: Plastic cap, combined 
bottom brackets, nut, bolt, and two floor 
anchors.

Post Height Tube Sweep Gap

PST-2.0M-d 2000 (1853) 50 Sq 150

PST-1.5M-d 1500 (1350) 50 Sq 150

PST-1.2M-d 1270 (1260) 50 Sq Nil

e

Splice Length Height

Spl-300 300 30 Nominal
r

Door Width Height

D-900-1800 900 1800

D-900-1450 900 1450

D-900-1200 900 1200

t

Post Height Tube Sweep Gap

PST-2.0M-c 2000 (1853) 50 Sq 150

PST-1.5M-c 1500 (1350) 50 Sq 150

PST-1.2M-c 1270 (1260) 50 Sq Nil

y
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Double Door Width Height

D-1800-1800 1800 1800

D-1800-1450 1800 1450

D-1800-1200 1800 1200

D-2400-1800 2400 1800

D-2400-1450 2400 1450

D-2400-1200 2400 1200

u
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Hinged double doors in the three 
standard heights include hinges, door 
stops, door transom and padlock hasps 
for temporary locking prior to fitting 
of interlocks etc. Incidentally the tran-
som & hinges is not in Red, just done 
for clarity.

o

Machine Guard Mesh Panel Cutting kit.
Our bracket kit, to make good panels that 
need to be cut for pipes, ducts etc. Where 
deep cuts are required that may make the 
panel too flexible, use a WBH floor bracket.

Description Height Part No.

Cutting Kit N/a

WBH 300

Vertical cut down kit, enables any panel to be 
cut down in its entire width. Note: cutting the 
mesh as drawn is critical so that the end profile 
can be slid over the mesh, then the 90 corner is 
fixed top and bottom. Panels are almost always 
cut so that the right side of the panel is uncut.

a Description (Colour on graphic) Part No.

Vertical Cut Kit Mauve

Screw on Flag Red
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Sliding

Door
Height Width

DS-900-18 2000 900

DS-1800-18 2000 1800

DS-2400-18 2000 2400

i Sliding doors include Rail, 
Runners, Guides and padlock 
hasps.

o

o

o

a a
Complete!

WBH



6 | Cutting Kits, and Vertical Cuts. Metalmesh Ltd. UK 01672841404

"As easily 
Modified as it gets”

Anyone that has ever done 
installation work of any 
machine knows, that it never 
goes to plan. The sleepless nights, 
the endless changes, the knock on 
effects, all these take their toll on 
schedules and costs. When we made 
our first panel back in 1992 we 
decided we would design a section 
that would frame a panel of mesh, or 
Steel, or even Polycarbonate 
(practically indestructible glass) The 
Sigma 30mm square shaped section 
encompasses two features that 
enable the panels to be easily 
modified. Firstly infill material is 
mounted on the centre line. That 
enables bracketry to ‘splice’ any cuts 
while maintaining rigidity of the 
panel. 

Secondly the slot enables all 
manner of media to be used with 
the frames including 
Polycarbonate as above or various 
steel steel and mesh sizes. 

The Piercing Corner.
This is the clever little bracket, 
that enables the cut panel to be 
edged with a profile, keeping on 
the inside the cut and sharp edges 
of the mesh.

This is the bracket used in ‘The 
machine guard cutting kit’

The Vertical cutting kit 
enables any panel to be cut 
down to within approx. 
20mm.



Mesh Size / Colour- 

Your choice. 

Whatever your application, whatever size of mesh or 
perforated steel you need we can cover it. 

Low number of easy to 
replace components.

Trapped Key Interlocks 
fitted, supplied either by 
client or us.

Door switches of all types 
fitted.

Short In-fills to special 
dimensions.

Fire / Emergency doors,
For maintenance crews 
evacuation.

Simple Trapped key systems
For smaller installations.

In-fills in low cost / durable 
finishes and construction 
where required.

Access and Switches.

Fencing integrated with 
optical devices to reduce 
footprint of Metalwork and 
posts.

Fencing ‘double panel’ con-
nectors to ‘jump’ where 
feet clash.

Tiny panels with own feet 
rather than posts when 
needed.

Fixings  retained in the 
panels.
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Metalmesh Ltd

‘For 22 years a UK family business’

PO Box 138, Marlborough, SN8 1XE

01672 841404

www.metalmesh.ltd.uk


